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§ 236.1037 Records retention. 

(a) Each railroad with a PTC system 
required to be installed under this sub-
part shall maintain at a designated of-
fice on the railroad: 

(1) A current copy of each FRA ap-
proved Type Approval, if any, PTCDP, 
and PTCSP that it holds; 

(2) Adequate documentation to dem-
onstrate that the PTCSP and PTCDP 
meet the safety requirements of this 
subpart, including the risk assessment; 

(3) An Operations and Maintenance 
Manual, pursuant to § 236.1039; and 

(4) Training and testing records pur-
suant to § 236.1043(b). 

(b) Results of inspections and tests 
specified in the PTCSP and PTCDP 
must be recorded pursuant to § 236.110. 

(c) Each contractor providing serv-
ices relating to the testing, mainte-
nance, or operation of a PTC system 
required to be installed under this sub-
part shall maintain at a designated of-
fice training records required under 
§ 236.1039(b). 

(d) After the PTC system is placed in 
service, the railroad shall maintain a 
database of all safety-relevant hazards 
as set forth in the PTCSP and PTCDP 
and those that had not been previously 
identified in either document. If the 
frequency of the safety-relevant haz-
ards exceeds the threshold set forth in 
either of these documents, then the 
railroad shall: 

(1) Report the inconsistency in writ-
ing by mail, facsimile, e-mail, or hand 
delivery to the Director, Office of Safe-
ty Assurance and Compliance, FRA, 
1200 New Jersey Ave, SE, Mail Stop 25, 
Washington, DC 20590, within 15 days of 
discovery. Documents that are hand 
delivered must not be enclosed in an 
envelope; 

(2) Take prompt countermeasures to 
reduce the frequency of each safety-rel-
evant hazard to below the threshold set 
forth in the PTCSP and PTCDP; and 

(3) Provide a final report when the in-
consistency is resolved to the FRA Di-
rector, Office of Safety Assurance and 
Compliance, on the results of the anal-
ysis and countermeasures taken to re-
duce the frequency of the safety-rel-
evant hazard(s) below the threshold set 
forth in the PTCSP and PTCDP. 

§ 236.1039 Operations and Mainte-
nance Manual. 

(a) The railroad shall catalog and 
maintain all documents as specified in 
the PTCDP and PTCSP for the instal-
lation, maintenance, repair, modifica-
tion, inspection, and testing of the PTC 
system and have them in one Oper-
ations and Maintenance Manual, read-
ily available to persons required to per-
form such tasks and for inspection by 
FRA and FRA-certified state inspec-
tors. 

(b) Plans required for proper mainte-
nance, repair, inspection, and testing 
of safety-critical PTC systems must be 
adequate in detail and must be made 
available for inspection by FRA and 
FRA-certified state inspectors where 
such PTC systems are deployed or 
maintained. They must identify all 
software versions, revisions, and revi-
sion dates. Plans must be legible and 
correct. 

(c) Hardware, software, and firmware 
revisions must be documented in the 
Operations and Maintenance Manual 
according to the railroad’s configura-
tion management control plan and any 
additional configuration/revision con-
trol measures specified in the PTCDP 
and PTCSP. 

(d) Safety-critical components, in-
cluding spare equipment, must be posi-
tively identified, handled, replaced, 
and repaired in accordance with the 
procedures specified in the PTCDP and 
PTCSP. 

(e) Each railroad shall designate in 
its Operations and Maintenance Man-
ual an appropriate railroad officer re-
sponsible for issues relating to sched-
uled interruptions of service con-
templated by § 236.1029. 

§ 236.1041 Training and qualification 
program, general. 

(a) Training program for PTC per-
sonnel. Employers shall establish and 
implement training and qualification 
programs for PTC systems subject to 
this subpart. These programs must 
meet the minimum requirements set 
forth in the PTCDP and PTCSP in 
§§ 236.1039 through 236.1045, as appro-
priate, for the following personnel: 

(1) Persons whose duties include in-
stalling, maintaining, repairing, modi-
fying, inspecting, and testing safety- 
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